FAU] COUNTy | JOTAL ISHEET| -
TYPICAL STREET TREE PER LANDSCAPE PLAN RTE, |  SECTION SHEETS|~ NO.
SET PLUMB IN CENTER OF PIT 2678108-00169-00~LT| DuPAGE 39 22 j
2" CRUSHED BRICK CHIP (1/4-1/2" @ STONE) ——————————— — = A .
HAYER ?g 3}'}35 im;:iﬁgg 2.0 o TYPICAL TREE GRATE (4'x6) -———‘fm FED. ROAD OIST. NO. | ILLINOIS | FED. AID_PROJECT 212 WHEt Kinzie St Gt and F:NL
B BY NEENAH (OR APPROVED EQUAL 04/ est Kinzie Street, 3rd Floor

CONTRACT NO. 63027 Chicago, Illincis 60610

TYP. ROOT WATERING SYSTEM, TWO (2) PER TREE MODEL NO.: R-8802-A, 180" NOTES: p 312.457.5445
PIT, CONNECY TO WATER SOURCE, SEE X f 312.467.5484
TYPICAL PVC CLEAN-OUT - ALL SIDEWALK AREAS SHALL BE . ol
IRRIGATION PLANS COMPRISED OF 12°x12", 878", AND info@thelakotagroup.com
4"x8" STONES IN EQUAL AMOUNTS AND .
— TYP. SINGLE BANDING COURSE ANGLE BRACKET FRAME SUPPORT ATTACHED COLORS AS SPEGIFIED. Planning

TO CONTINUQUS REINFORCED CONCRETE LEDGE
TYPICAL 6" S.5. DOWEL, 12" 0.C.

Urban Design
Landscape Architecture
Community Refations

6"X12" [L. CAMPO PAVERS (BY UNILOCK}
{OR APPROVED EQUAL)
COLOR: HERITAGE BROWN

REPEAT
PATERN

- PAVING FIELDS SHALL BE EDGED WITH
8"x8" STONES OF SINGLE COLOR.
~ TYPICAL STONE: 2 3/8" CONCRETE PAVER.

TYPICAL CITY OF ELMHURST STANDARD PAVERS ——————... TYPICAL SINGLE BANDING COURSE |
04/ REPLACE AND/OR RESTORE AS NECESSARY > E7X12" Il CAMP0 PAVERS (BY UNILOCK) — ~—
- (OR APPROVED EQUAL} —
= COLOR: HERITAGE BROWN T1 B CITY CENTRE
TYPICAL CONTINUOUS REINFORCED CONCRETE LEI;GE . s REINFORCED 5" CONCRETE BASE l*’*"*L | PLAZA
18" DEPTH ON EXISTING SIDEWALK SIDE ONLY e T ST o REPEAT .
Jgg,f’?;. i}?é’?%‘if EINE I Elmhurst, lllinois
NI ST 5 TYPICAL SOIL 141X, SEE GENERAL PLANTING NOTES
N REPEAT J_i %‘
CONNECT PIPETO - 2 TYPICAL STRUCTURAL SOIL PATERN e J
EXISTING STORM SEWER B SEE HARDSCAPE PLAN FOR LIMITS .
(VINIMUM SLOPE AT 196) < T T R T T TR R - ]J—‘ N City of Eimhurst
(SEE ENGINEERING PLANS) oL L o 5T 22 Jge oK g U ey e (), e e T TYPICAL WASHED RIVER GRAVEL TRENCH BACKFILL el TYPICAL
7 (4" MINIMUM, ALL AROUND PIPE) ESTIMATED PERCENTAGE | PATTERN
TYP. PERFORATED PIPE UNDERDRAIN (4" ) ———— \ SLOPE TRENCH BOTTOM AT 19 MINIMUM (BY AREA) (REPEATED AS
A N s APSASSESSENES T | ] oW
COMPACTED SUBGRADE T TYPICAL QUAZITE BOX WITH 6F WIRED TO P T PATERN
TYP. SOLID PVC PIPE ELBOW JUNCTION (4" 2) 12 GAUGE WHIP WITH EXTERIOR GRADE
CONNECT TO INSPECTION PIPE & STORM MANHOLE PLUG & COVER. WHIP TO ALLOW FOR MIN.
12" EXTENSION ABOVE TREE GRATE. ALL
ELECTRIC TO BE PER CODE. — _J

NOTE: FiELD VERIFY EXISTING

PAVER BASE CONDITIONS CONNECT TO STREETLIGHTING ELECTRIC

Existing Paving Pattern Detail

Scale: 3" = 1'-0"

Typical Tree Grate Section Detail

Scale: 1" = 1'-0"

— TYPICAL BUILDING FACE/
OR PLANTER EDGE CONDITION

TYPICAL ENKADRAIN 3611R DRAINAGE FABRIC BY
COLBOND, ADHERE T0 END OF CONCRETE SLAB
{OR APPROVED EQUAL)

TYPICAL SINGLE BANDING COURSE

TYPICAL SINGLE BANDING COURSE
6"X12" {L. CAMPQ PAVERS (BY UNILOCK)

ISSUED FOR BID

67X12" IL CAMPO PAVERS (BY UNILOCK) g;g:_’ Z‘é‘g&é%ué‘n%m
(OR APPROVED EQUAL) :
COLOR: HERITAGE BROWN SANDSWEPT JOINTS WITH
Y SANDSWEPT JOINTS WITH TYPICAL ENKADRAIN 3611R DRAINAGE FABRIC BY —— SAND STABILIZER BY UNILOCK
-1 SAND STABILIZER BY UNILOCK COLBOND, ABHERE TO END OF CONCRETE SLAB) TYPICAL RIVENSTONE PAVER FIELD (BY UNILOCK) (o2
(OR APPROVED EQUAL} 04/

—— TYPICAL RIVENSTONE PAVER FIELD (BY UNILOCK) (02 o5 {OR APPROVED EQUAL)
PATTERN: FOUR SIZE STONE (45 DEGREE) W 1~04 TYPICAL CITY OF ELMHURST STANDARD PAVERS
{OR APPROVED EQUAL) REPLACE AND OR RESTORE AS NECESSARY

SEE DETAIL FOR PATTERN LAYOUT
COLOR: BLUESTONE

TYPICAL SAND LEVELING COURSE (1" THICKNESS)

—er—ir’ TYPICAL FILTER FABRIC
% (TYPAR OR BETTER)

PATTERN: FOUR SIZE STONE (45 DEGREE)
SEE DETAIL FOR PATTERN LAYOUT
COLOR: BLUESTONE

TYPICAL SAND LEVELING COURSE (1 THICKNESS)
ey eyt o rvpiCAL FILTER FABRIC
GOTE iRl ey

LT T HOIRRETUSE A 1ypicAL REINFORCED CONCRETE BASE SLAB (WWF)
MINIMUM 5” THICK. NOTCH 1" T0 INSTALL SOLDIER COURSE.

e

EXISTING CONCRETE SLAB ——1

X1g*

Y - TYPICAL REINFORCED CONCRETE BASE SLAB (WWF) ////'/
: /'-.'7///“ MINIMUM 5" THICK. NOTCH 17 TO INSTALL SOLDIER COURSE. NOTE: FIELD VERIFY EXISTING \0 ALL PAVING TO BE LEVEL ACROSS ADJACENT SURFACES
S N /\\/‘ ALL PAVING TO BE LEVEL ACROSS ADJACENT SURFACES PAVER BASE CONDITIONS \\ W/ :
\\ "I\\ 2] N TYPICAL COMPACTED SUB-BASE Cal g yucy
% 4 TYPICAL COMPACTED SUB-BASE b o b 1 CA-6, 6” MINIMUM IN NON-VEGETATED AREAS
Ll I ca-6, 6" MINIMUM IN NON-VEGETATED AREAS o &
FEAA SEE TYPICAL COMPACTED SUB-GRADE

TYPICAL COMPACTED SUB-GRADE
_@Typical Paver Banding at Building Edge/Planter

Scale: 3" = 1'-0"

PAVING
DETAILS

PLAN (4 STONE PATTERN) 24 PIECES
(127x12", 12"x24", 187X18", 18"x24")
45 DEGREE

G:\Typical Paver Banding at Existing Paver Edge Section Detail

3 I .
2/ Seale: 3" = 1'-0 TYPICAL SINGLE BANDING COURSE

6"X12" [L CAMPO PAVERS {BY UNILOCK)
{OR APPROVED EQUAL)

—— SANDSWEPT JOINTS WITH

Revisions

SAND STABILIZER BY UNILOCK — TRIE(E )GR/ATE HALVESN BOLTED TOGETHER COLOR: HERITAGE BROWN ssued for Bid 02/22)08
W (2) 1/2-13X3" STNLS, STL HEX. BOLT -
— TYPICAL RIVENSTONE PAVER FIELD (BY UNILOCK) AND HEX. NUT W] WASHERS SANDSWEPT JOINTS WITH
(OR APPROVED EQUAI) R @ @ SAND STABILIZER BY UNILOCK
PATTERN: FOUR SIZE STONE (45 DEGREE) S > TYPICAL 4'X6' TREE GRATE BY NEENAH FOUNDARY N
(12°x12°, 12247, 18"X18", 18"x24") SS =2 MODEL: R-8802-A TYPICAL RIVENSTONE PAVER FIELD (BY UNILOCK} =y,
SEE PLAN VIEW FOR PATTERN LAYOUT - | i (OR APPROVED EQUAL) (OR APPROVED EQUAL)
COLOR: BLUESTONE Nl il PATTERN: FOUR SIZE STONE (45 DEGREE)
= SIS SEE DETAIL FOR PATTERN LAYOUT T 7
%@ gg, COLOR: BLUESTONE gf;s;ﬂ By: 02'\41:?2. :%
3 F TYPICAL SAND LEVELING COURSE (1" THICKNESS) @% S@@ « Checked By M
o | TYPICAL SAND " S ——
o |  TYPICAL FILTER FABRIC L | 3 | ND LEVELING COURSE (1" THICKNESS)
) PR AT (TYPAR OR BETTER) i e 1 Nl vravaaus e o —— TYPICAL FILTER FABRIC
o° 50e o o y L A o T 0 ° G2 20 WIs% X 0%
02 GO L IF SO I picAL REINFORCED CONCRETE BASE SLAB (WWH) o % g’b?o%,@o C’Q;’{"Qoa Loy (TYPAR OR BETTER)
MINIMUM 5" THICK. NOTCH 1" TO INSTALL SOLDIER COURSE. NOTE: 2508 578 BT Gw E () % oy o FaPpsdd G TYPICAL REINFORCED CONCREVE BASE SLAB (WWF)
ALL PAVING TO BE LEVEL ACROSS ADJACENT SURFACES FRAME CROSS BAR REQUIRES REMOVAL AFTER INSTALLATION MINIMUM 5" THICK, NOTCH 1" TO INSTALL SOLDIER COURSE.
COMPONENT NO'S: (2) FRAME 8500-4872; (2) FRAME 8500-7272 (2) TREE GRATE 8802-0005 ALL PAVING TO BE LEVEL ACROSS ADJACENT SURFACES
TYPICAL COMPACTED SUB-BASE MATERIAL: CAST GRAY {RON
CA-6, 6" MINIMUM IN NON-VEGETATED AREAS ASTM A-48 CLASS 358 TYPICAL COMPACTED SUB-BASE
SEE FINISH: NOT PAINTED e CA-6, 8" MINIMUM IN NON-VEGETATED AREAS
" TYPICAL COMPACTED SUB-GRADE WEIGHT: 490 LBS/SET CONCRETE NOTCH TYPICAL COMPACTED SUB-GRADE

| Typical Rivenstone Paver Field

/ Scale: 2" = 1'-0"

~<>Typical Tree Grate Detail

Scale: 3" = 1'-0"

=e)

Typical Paver Banding at Paver Field

Scale: %" = 1-0"
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